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Specifications
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 Scarico con Coclea (EA)

- - -

- - - - -

  Motore (kW, 50/60Hz)

   Giri rotore      (rpm, 50/60Hz)

   Tipo di Acciaio lame

   Tipo di taglio

  Quantita lame fisse

  Quantita lame rotanti

  Dima preregolazione lame

  Ingresso camera (mm)   

    Produzione indicativa (kg/hr, 50/60Hz)  

  Decibel dB(A)

  Diametro fori griglia (mm

  30-sec tempo di ritardo BC

  BC a bordo granulatore

  DS Separatore di polvere

  Sensore di livello  

  Tramoggia Verticale

  Valvola proporzionale 

   Griglia speciale (mm)

  Cassetto maggiorato 

  Doppia griglia 

H  (mm)

H1 (mm)

H2 (mm)

W (mm)

W1(mm)

D (mm)

D1 (mm)

Dimensions

Weight (kg)
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SG 14 / 24

SG-14/24N/24T Specifications

Motore (kW, 50/60Hz)

Giri rotore (rpm, 50/60Hz)

Tipo acciaio lame

Quantita lame di taglio 

Quantita denti incisori

Quantita lame di taglio

Quantita denti incisori

Ingresso camera (mm)

Produzione indicativa  (kg/hr, 50/60HZ) 

Decibel dB(A)

30-sec Tempo di ritardo BC

BC a bordo granulatore

DS Separatore di polvere

Sensore di livello

Valvola proporzionale

Cassetto di raccolta 

H (mm)

H1 (mm)

W (mm)

W1 (mm)

D (mm)

D1(mm)

Weight (kg)

Model SG-2427N

1080

/

290

235

740

210

83

SG-1411

0.37/0.45
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425
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252
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1
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/

/

240 x 175

3.5

80~85

1330
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/
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331
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/

/

240 x 365

8.5/9

80~85

1360

1060

773
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1160

522

480

1.5x2/1.75x2
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/
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2
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785
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/
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2
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Dimensioni
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SG 23 / 30

    SG 23 / 30 Specifiche tecniche

SG-23/30 Specifiche tecniche

 

H (mm)

H1 (mm)

H2 (mm)

W (mm)

W1 (mm)

W2 (mm)

D (mm)

D1(mm)

D2 (mm)

Weight (kg)

Model

2210

265

1175

1340

780

190

1245

915

520

470

SG-2324

5.5/6.3

415/500

0.55/0.66

SKD11

Staggered

2

3 × 2

230 × 240

90

90~95

2210

265

1175

1460

900

190

1245

915

520

520

SG-2336

7.5/8.6

415/500

0.55/0.66

SKD11

Staggered

2

3 × 3

230 × 360

120

90~95

2210

265

1175

1580

1020

190

1245

915

520

600

SG-2348

11/12.6

415/500

0.55/0.66

SKD11

Staggered

2

3 × 4

230 × 480

150

90~95

SG-3048

2210

360

1210

1580

1020

190

1390

1010

570

700

11/12.6

415/500

0.55/0.66

SKD11

Paddle

2

3

300 × 480

185

90~95

SG-3060

2210

360

1210

1700

1140

190

1390

1010

570

780

15/17.3

415/500

0.55/0.66

  SKD11

Paddle

2

3

300 × 600

220

90~95

Dimension

Notes:   1) " √ " stands for standard, " ○ "stands for optional.
　　      2)  When granulating fibers reinforced plastics or materials alike (e.g. CPVC), it is
                  suitable to select granulators with special quenching process in for cutting chamber  
                  and blades, and also add “F” at end of the model code.        
             3) Optional granulating speed: high rotating speed blade, only for staggered type, add  
 "G" at model  behind. Low rotating  blade, only for  staggered type, add "D" at model  
 behind.   
　　      4) For stainless steel made feed hopper cover plate and  storage tank. Add " R " at end  
                  of the model code.
             5) SKD11 is steeel grade of Japanese JIS standard.    
             6) Max. capacity of the machine is subject to diameter of screen mesh and   
 composition of material.
　　      7) Noise level varies with different materials and motor types.
             8) To avoid plastic from sticking to the blades, all materials should be crushed at
                  normal temperature.
            9) Power supply : 3Φ, 230/400/460/575VAC, 50/60Hz.

We reserve the right to change specifications 
without prior notice.

Motore (kW, 50/60Hz) 

Giri Rotore (rpm, 50/60Hz) 

Ventilatore (kW, 50/60Hz) 

Tipo di acciaio lame

Tipo di taglio

Quantita lame fisse

Quantita lame rotanti

Camera di macinazione (mm)

Produzione indicativa (kg/kr)

Decibel dB(A)

Bc a bordo

Raffreddamento ad acqua

Griglia (Φ8mm)

Presetting Knife Jig

Sensore di livello

 Tramoggia con  Magnete

Sistema di depolverazione (DS-23)

Griglie (Φ4,6,10,12mm)



SG 36

    SG 36 Specifiche tecniche e disegni

SG-36 Specifications

机 型  

18.5

620

SG-3650

360 × 500

6

2

100~105

1260

480

1715

1250

1480

1.1/1.3

(1.5)

SKD11

3155

1520

1980
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D2 (mm)

Weight (kg)

Outline Drawings
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We reserve the right to change 
specifications without prior notice.

Notes：1) " √ " stands for standard, " ○ "stands for optional.
             2)  For stainless steel made feed hopper cover plate and     
                  storage tank. Add " R " at the end of the model code.
             3)  SKD11 is steel grade of Japanese JIS standard.     
             4)  When granulating fibers reinforced plastics or materials  
                   alike (e.g. CPVC),  it is suitable to select granulators    
                   with special quenching process in for cutting chamber
                   and blades, and also add “F” at end of the model code. 
　　     5)  Max. capacity of the machine is subject to diameter of 
                  screen mesh size and composition of material.
　　     6) Noise level varies with different materials and motor types.
             7) To avoid plastic from sticking to the blades, all materials  
                 should be crushed at normal temperature.
　　     8) Power supply : 3Φ, 230/400/460/575VAC, 50/60Hz.

Motor Power (kW, 50/60Hz) 

Rotating Speed (rpm, 50/60Hz) 

Conveying Blower (kW, 50/60Hz) 

Material of Blades 

Quantity of Fixed Blades

Quantity of Rotating Blades

Cutting Chamber (mm)

Max. Output (kg/hr)

Noise Level dB(A)

Regrind Conveyor 

Cooling Device

Screen (Φ10 mm)

Flywheel

Presetting Knife Jig

Full-receiver Alarm Device

Feed Hopper with Magnet 

Dust Separator  (DS-36)

Screen (Φ8,12,17,25 mm)

Increased Conveying Blower power (kW)

Feed Hopper with Port

Dimensions

W1
W

W2

H
 (M

A
X

.)
H

2
H

1

D2
D1

D

SG-36 Specifications
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D1 (mm)
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Weight (kg)

Outline Drawings
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We reserve the right to change 
specifications without prior notice.

Notes：1) " √ " stands for standard, " ○ "stands for optional.
             2)  For stainless steel made feed hopper cover plate and     
                  storage tank. Add " R " at the end of the model code.
             3)  SKD11 is steel grade of Japanese JIS standard.     
             4)  When granulating fibers reinforced plastics or materials  
                   alike (e.g. CPVC),  it is suitable to select granulators    
                   with special quenching process in for cutting chamber
                   and blades, and also add “F” at end of the model code. 
　　     5)  Max. capacity of the machine is subject to diameter of 
                  screen mesh size and composition of material.
　　     6) Noise level varies with different materials and motor types.
             7) To avoid plastic from sticking to the blades, all materials  
                 should be crushed at normal temperature.
　　     8) Power supply : 3Φ, 230/400/460/575VAC, 50/60Hz.

Motor Power (kW, 50/60Hz) 

Rotating Speed (rpm, 50/60Hz) 

Conveying Blower (kW, 50/60Hz) 

Material of Blades 

Quantity of Fixed Blades

Quantity of Rotating Blades

Cutting Chamber (mm)

Max. Output (kg/hr)

Noise Level dB(A)

Regrind Conveyor 

Cooling Device

Screen (Φ10 mm)

Flywheel

Presetting Knife Jig

Full-receiver Alarm Device

Feed Hopper with Magnet 

Dust Separator  (DS-36)

Screen (Φ8,12,17,25 mm)

Increased Conveying Blower power (kW)

Feed Hopper with Port
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SG 43

    SG 43 Specifiche tecniche e disegni
Outline Drawings

Specifications

D1 D2
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Model

H (mm)
H1 (mm)
H2 (mm)
H3 (mm)
H4 (mm)
W (mm)
W1 (mm)
W2 (mm)
W3 (mm)
D (mm)
D1 (mm)
D2 (mm)
Peso (kg)

SG-4360(H) SG-4390(H)

30/34 (37/41.5)
2.2/2.55
525/630

2 x 1
(5 x 1)3 x 1

430 x 600
800

3155
2185
1640

1450
2120
480
190
1900
1500

4200

2350 (2430)

3155
2185
1640

1630

2210

1630

2210
1650
2120
480
190

1900
1500

4250

2830 (2880)

105~110

√
√
√

√ √
O

O(3)
O
O
O
O

37/41.5 (45/51)
2.2

525/630
2 x 2

(5 x 2)3 x 2
430 x 800

1000
105~110

√ √

G-43  Series

Dima preregolazione lame

 Raffreddamento ad acqua 

Dimensioni

Motore (kW, 50/60Hz)
Motore aspirazione (kW, 50/60Hz)
Giri Rotore(rpm, 50/60Hz)

Quantita lame fisse
Quantita lame rotanti (Optional)
Ingresso camera (mm)
Produzione indicativa (kg/hr) 
Decibel  dB(A)
Tipo acciaio lame
Aspirazione a bordo

Griglia (Ф10 mm)

Griglie  (Ф8,12,17,25 mm)

Volano

Aspirazione da (kW)

DS Separatore di polvere (DS-43)
Tramoggia con maghete 

Sensore di livello
Caricamento con Nastro Trasportatore

We reserve the right to change 
pecifications without prior notice.

Note: 1) " √ " standar , " ○ "  optional.
　　     
　　    
　　        
　　      
                　　            
                       

Outline Drawings

Specifications
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H1 (mm)
H2 (mm)
H3 (mm)
H4 (mm)
W (mm)
W1 (mm)
W2 (mm)
W3 (mm)
D (mm)
D1 (mm)
D2 (mm)
Peso (kg)

SG-4360(H) SG-4390(H)

30/34 (37/41.5)
2.2/2.55
525/630

2 x 1
(5 x 1)3 x 1

430 x 600
800

3155
2185
1640

1450
2120
480
190
1900
1500

4200

2350 (2430)

3155
2185
1640

1630

2210

1630

2210
1650
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190

1900
1500
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2830 (2880)

105~110

√
√
√

√ √
O
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O
O
O
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37/41.5 (45/51)
2.2

525/630
2 x 2

(5 x 2)3 x 2
430 x 800

1000
105~110

√ √

G-43  Series

Dima preregolazione lame

 Raffreddamento ad acqua 

Dimensioni

Motore (kW, 50/60Hz)
Motore aspirazione (kW, 50/60Hz)
Giri Rotore(rpm, 50/60Hz)

Quantita lame fisse
Quantita lame rotanti (Optional)
Ingresso camera (mm)
Produzione indicativa (kg/hr) 
Decibel  dB(A)
Tipo acciaio lame
Aspirazione a bordo

Griglia (Ф10 mm)

Griglie  (Ф8,12,17,25 mm)

Volano

Aspirazione da (kW)

DS Separatore di polvere (DS-43)
Tramoggia con maghete 

Sensore di livello
Caricamento con Nastro Trasportatore

We reserve the right to change 
pecifications without prior notice.

Note: 1) " √ " standar , " ○ "  optional.
　　     
　　    
　　        
　　      
                　　            
                       

Outline Drawings

Specifications
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H2 (mm)
H3 (mm)
H4 (mm)
W (mm)
W1 (mm)
W2 (mm)
W3 (mm)
D (mm)
D1 (mm)
D2 (mm)
Peso (kg)

SG-4360(H) SG-4390(H)

30/34 (37/41.5)
2.2/2.55
525/630

2 x 1
(5 x 1)3 x 1

430 x 600
800

3155
2185
1640

1450
2120
480
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4200

2350 (2430)
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1640

1630

2210

1630

2210
1650
2120
480
190
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√
√
√
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2 x 2

(5 x 2)3 x 2
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√ √

G-43  Series

Dima preregolazione lame

 Raffreddamento ad acqua 

Dimensioni

Motore (kW, 50/60Hz)
Motore aspirazione (kW, 50/60Hz)
Giri Rotore(rpm, 50/60Hz)

Quantita lame fisse
Quantita lame rotanti (Optional)
Ingresso camera (mm)
Produzione indicativa (kg/hr) 
Decibel  dB(A)
Tipo acciaio lame
Aspirazione a bordo

Griglia (Ф10 mm)

Griglie  (Ф8,12,17,25 mm)

Volano

Aspirazione da (kW)

DS Separatore di polvere (DS-43)
Tramoggia con maghete 

Sensore di livello
Caricamento con Nastro Trasportatore

We reserve the right to change 
pecifications without prior notice.

Note: 1) " √ " standar , " ○ "  optional.
　　     
　　    
　　        
　　      
                　　            
                       



SG 50

    SG 50 Specifiche tecniche e disegni

Outline Drawings

Specifications

机 型  Model

3153
2850
675

2115
1725

2300
730

2400
3600 (3625)

3153
2850
675

2115
1725

2600
1030
2400

3960 (3985)

H (mm)
H1 (mm)
H2 (mm)
H3 (mm)
D (mm)

W1 (mm)
W2 (mm)
W3 (mm)
Weight (kg)

D D1

H
3

H
2

H
1

H
1

W2

M
ax

 H

Dimension

37/41.5
525/630

3/3.6
0.25/0.3
SKD11

2 (3)

3 (5)
500 x 600

800
110~115

SG-5060
45/51

525/630
4/4.8

0.25/0.3
SKD11

2 (3)

3 (5)
500 x 900

1200
110~115

SG-5090

W1Max W3

D1 (mm) 5500 5450

G-50

Motor Power (kW, 50/60Hz) 
Rotating Speed (rpm, 50/60Hz) 
Conveying Blower (kW, 50/60Hz) 
Handspike Motor Power (kW, 50/60Hz)

Material of Blades  
Quantity Fixed Blades(optional)
Quantity of Rotating Blades
Cutting Chamber (mm)
Max. Output (kg/hr)
Noise Level dB(A)
Regrind Conveyor 
Cooling water device
Screen (Φ12 mm)
Flywheel
Presetting Knife Jig
Full-receiver Alarm Device
Dust Separator  (DS-50)
Screen  (Φ8,10,17, 25mm)

Notes: We reserve the right to change 
specifications without prior notice.

1) " √ " stands for standard, " ○ " stands for optional.
 2) Modified into stainless steel made feed hopper cover plate and storage tank. 
     Add "R" at model behind.
 3) SKD11 is steel grade of Japanese JIS standard.
 4) According to different shapes of materials, the two-row or three-row fixed 
     blade can collocate with three-row or five-row rotate blade so that these blade 
     combinations can adapt to the shape requirements of materials.    
 5) When granulating fibers reinforced plastics or materials alike (e.g. CPVC), 
     it is suitable to select granulators with special quenching process in for cutting 
     chamber and blades, and also add “F” at end of the model code.
 6) Maximum throughput of granulator is subject to the diameter and matreial of 
     screen mesh. For granulating frame and shell materials, maximum throughout will be reduced about half. 
 7) Noise level varies with different materials and motor types.
 8) Noise level is tested under conditions of 1m around the machine and 1.6m from the ground.
 9) To avoid plastic form sticking to the blades, all materials should be crushed at normal temperature.

 10) Standard configuration is two rows of fixed blades with high cutting point model and low cutting point model. 
     Upon no request of users, low cutting point model will be provided.       

 11) Power supply : 3Φ, 230/400/460/575VAC, 50/60Hz. 
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Outline Drawings

Specifications

机 型  Model

3153
2850
675

2115
1725

2300
730

2400
3600 (3625)

3153
2850
675

2115
1725

2600
1030
2400

3960 (3985)

H (mm)
H1 (mm)
H2 (mm)
H3 (mm)
D (mm)

W1 (mm)
W2 (mm)
W3 (mm)
Weight (kg)

D D1

H
3

H
2

H
1

H
1

W2

M
ax

 H

Dimension

37/41.5
525/630

3/3.6
0.25/0.3
SKD11

2 (3)

3 (5)
500 x 600

800
110~115

SG-5060
45/51

525/630
4/4.8

0.25/0.3
SKD11

2 (3)

3 (5)
500 x 900

1200
110~115

SG-5090

W1Max W3

D1 (mm) 5500 5450

G-50

Motor Power (kW, 50/60Hz) 
Rotating Speed (rpm, 50/60Hz) 
Conveying Blower (kW, 50/60Hz) 
Handspike Motor Power (kW, 50/60Hz)

Material of Blades  
Quantity Fixed Blades(optional)
Quantity of Rotating Blades
Cutting Chamber (mm)
Max. Output (kg/hr)
Noise Level dB(A)
Regrind Conveyor 
Cooling water device
Screen (Φ12 mm)
Flywheel
Presetting Knife Jig
Full-receiver Alarm Device
Dust Separator  (DS-50)
Screen  (Φ8,10,17, 25mm)

Notes: We reserve the right to change 
specifications without prior notice.

1) " √ " stands for standard, " ○ " stands for optional.
 2) Modified into stainless steel made feed hopper cover plate and storage tank. 
     Add "R" at model behind.
 3) SKD11 is steel grade of Japanese JIS standard.
 4) According to different shapes of materials, the two-row or three-row fixed 
     blade can collocate with three-row or five-row rotate blade so that these blade 
     combinations can adapt to the shape requirements of materials.    
 5) When granulating fibers reinforced plastics or materials alike (e.g. CPVC), 
     it is suitable to select granulators with special quenching process in for cutting 
     chamber and blades, and also add “F” at end of the model code.
 6) Maximum throughput of granulator is subject to the diameter and matreial of 
     screen mesh. For granulating frame and shell materials, maximum throughout will be reduced about half. 
 7) Noise level varies with different materials and motor types.
 8) Noise level is tested under conditions of 1m around the machine and 1.6m from the ground.
 9) To avoid plastic form sticking to the blades, all materials should be crushed at normal temperature.

 10) Standard configuration is two rows of fixed blades with high cutting point model and low cutting point model. 
     Upon no request of users, low cutting point model will be provided.       

 11) Power supply : 3Φ, 230/400/460/575VAC, 50/60Hz. 
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Motor Power (kW, 50/60Hz) 
Rotating Speed (rpm, 50/60Hz) 
Conveying Blower (kW, 50/60Hz) 
Handspike Motor Power (kW, 50/60Hz)

Material of Blades  
Quantity Fixed Blades(optional)
Quantity of Rotating Blades
Cutting Chamber (mm)
Max. Output (kg/hr)
Noise Level dB(A)
Regrind Conveyor 
Cooling water device
Screen (Φ12 mm)
Flywheel
Presetting Knife Jig
Full-receiver Alarm Device
Dust Separator  (DS-50)
Screen  (Φ8,10,17, 25mm)

Notes: We reserve the right to change 
specifications without prior notice.

1) " √ " stands for standard, " ○ " stands for optional.
 2) Modified into stainless steel made feed hopper cover plate and storage tank. 
     Add "R" at model behind.
 3) SKD11 is steel grade of Japanese JIS standard.
 4) According to different shapes of materials, the two-row or three-row fixed 
     blade can collocate with three-row or five-row rotate blade so that these blade 
     combinations can adapt to the shape requirements of materials.    
 5) When granulating fibers reinforced plastics or materials alike (e.g. CPVC), 
     it is suitable to select granulators with special quenching process in for cutting 
     chamber and blades, and also add “F” at end of the model code.
 6) Maximum throughput of granulator is subject to the diameter and matreial of 
     screen mesh. For granulating frame and shell materials, maximum throughout will be reduced about half. 
 7) Noise level varies with different materials and motor types.
 8) Noise level is tested under conditions of 1m around the machine and 1.6m from the ground.
 9) To avoid plastic form sticking to the blades, all materials should be crushed at normal temperature.

 10) Standard configuration is two rows of fixed blades with high cutting point model and low cutting point model. 
     Upon no request of users, low cutting point model will be provided.       

 11) Power supply : 3Φ, 230/400/460/575VAC, 50/60Hz. 
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Outline Drawings Specifications

Notes：1) “√” stands for standard configuration, “○” stands for optional.

             2) When full-alarm device is equipped, add FAD at model behind.

             3) SKD11 is steel grade of Japanese JIS standard.

             4) Maximum output is subject to the diameter and material of screen           
                 mesh. For granulating frame and shell material, maximum output    
                 will be reduced about 50%.

             5) Noise level varies with different materials and motor type.

             6) Noise level is tested under conditions of 1m around the machine  
                 and 1.6m from the ground.

             7) To avoid platics from sticking to the blades, all materials should be  
                 crushed at normal temperature.

             8) Power supply: 3Φ，230/400/460/575VAC，50/60Hz.
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W1

W3

H
3

M
ax

 H
2

Max W2
D

H
H

1

D3

W4

D2

H
4

机 型
Motor Power (kW, 50/60Hz)

Rotating Speed (rpm, 50/60Hz)

Conveying Blower (kW, 50/60Hz)

Handspike Motor Power (kW, 50/60Hz)

Material of Blades

Quantity of Fixed Blades (Optional)

Quantity of Rotating Blades (Optional)

Cutting Chamber (mm)

Max. Output (kg/hr)

Noise Level dB(A)

Regrind Conveyor

Cooling Water Device

Screen (Φ12 mm)

Flywheel

Full-receiver Alarm Device 

Dust Separator (DS-70)

Screen (Φ10,Φ14 mm)

  SG-7090 

75

525

4.0

0.25

SKD11

2 (3)

3 (5)

700 x 900

1300

115

SG-70120

90

525

5.5

0.25

SKD11

2 (3)

3 (5)

700 x 1200

1800

115

3830

2760

3153

1720

1365

2680

2200

600

6840

2480

2400

1120

1365

4500

3830

2760

3153

1720

1365

2680

2200

600

6840

2780

2400

1420

1365

5000

H (mm)

H1 (mm)

Max H2 (mm)

H3 (mm)

H4 (mm)

D(mm)

D1(mm)

D2(mm)

D3(mm)

W1 (mm)

Max W2 (mm)

W3 (mm)

W4 (mm)

Weight (kg)

Presetting Knife Jig 

Dimension

Model

D1

Outline Drawings Specifications

Notes：1) “√” stands for standard configuration, “○” stands for optional.

             2) When full-alarm device is equipped, add FAD at model behind.

             3) SKD11 is steel grade of Japanese JIS standard.

             4) Maximum output is subject to the diameter and material of screen           
                 mesh. For granulating frame and shell material, maximum output    
                 will be reduced about 50%.

             5) Noise level varies with different materials and motor type.

             6) Noise level is tested under conditions of 1m around the machine  
                 and 1.6m from the ground.

             7) To avoid platics from sticking to the blades, all materials should be  
                 crushed at normal temperature.

             8) Power supply: 3Φ，230/400/460/575VAC，50/60Hz.
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